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FEATURES:

* Stick (SMAW) & Lift-Start TIG (GTAW) Welding

» Compact & lightweight design

e Carry handle & shoulder strap make unit easily
portable

e Operates on either 115 or 230 Volts AC

 Thermal overload protection

12 ft. weld lead with Lenco electrode holder
and Dinse style connector

* 10 ft. lead with Lenco ground clamp and Dinse
style connector

SPECIFICATIONS:
* Processes: STICK (SMAW) or DC TIG (GTAW)
* Input Power: 115/230 Volts AC single phase 50/60 Hz.
* Qutput Ratings:
— 115V/120 Amp @ 25 VDG/40% Duty Cycle
— 230V/160 Amp @ 26.4 VDC/40% Duty Cycle
* Welding Amperage Range:
— 115V/20-120 Amps
— 230V/15-160 Amps
* Maximum OCV: 85

N\

STICK/TIG WELDING  =masas = -
PX160 POWER SOURCE =~ < < <7 &=

Scan QR code to view
demonstration video online.

230V to 115V
Adapter included

OPTIONAL TIG
PACKAGE

Optional TIG Package (P/N: PX160-TIG KIT) Includes:

* Net Weight: 13.1 Ibs. (6 kg) * TIG Torch 150 AMP/A2.5'.....cccccoc. (PX17V-12R)
. _ e Lenco COnnector.........ccocevvivevennnnne (PX-917-P160)
* Power Cord: 10 ft. w/6-50 Plug (240V/50A)(STD.) « Lonco Gas Hose (LGH-96RH)
« Flowmeter/Regulator.................... (PXRF1430-580)
* TIG AcCessory Kit.........covereirerniininnine (PXAK-2)
— RATED OUTPUT
RATED OPEN INPUT | INPUT AT RATED
OUTPUT CURRENT | oonur | VOLTAGE [LOAD, 1 PHASE, 60 WEIGHT [ DIMENSIONS 150
(% Duty Cycle.) RANGE VOLTAGE (Vea) Hz 150 ~—
(A) Ved +10% (Ib./kg ) mm (in) 120 230y
40% | 60% | 100% Ved) | soomz | A | KvA | kw 2 15 S
Height: E"
120A | 98A | 76A 220 (8.6) = ~
@ @ @ | 20-120 115 37 |4.69 |3.44 Net: 260 (10.2) z ™
25VDC | 24 VDC | 23 VDC 13 Ibs./6 kg. Including 2
handle =
68 - 85
160A | 130A | 108A Ship: ‘{\ggﬂ(‘é”
@ @ @ 15-160 230 365 8.08 [5.04 | 2110s/9.6 k. '
26.4 VDC|25.2 VDC |24.3 VDC Length: :
353 (13.9) 20 30 40 50 60 70 8 90 100
% DUTY CYCLE

3 YEAR WARRANTY




FEATURES:

* Stick (SMAW) & Lift-Start TIG (GTAW)
Welding

» Compact & lightweight design

« Carry handle & shoulder strap make unit
easily portable

* Operates on either 115 or 230 Volts AC

 Thermal overload protection

* 12 ft. weld lead with Lenco electrode
holder and Dinse style connector

* 10 ft. lead with Lenco ground clamp and
Dinse style connector

SPECIFICATIONS:
* Processes: STICK (SMAW) or DC TIG (GTAW)
* Input Power: 115/230 Volts AC single phase 50/60 Hz.
* Qutput Ratings:
— 115V/130 Amp @ 23 VDC/40% Duty Cycle
— 230V/200 Amp @ 26 VDC/40% Duty Cycle
» Welding Amperage Range:
— 115V/30-130 Amps
— 230V/30-200 Amps
* Maximum OCV: 85
* Net Weight: 15.4 Ibs. (6 kg)
* Power Cord: 10 ft. with 6-50 Plug (240V / 50A)(STD.)

SPECIFICATIONS

STICK/TIG WELDING
POWER SOURCE

AN

Scan QR code to view
demonstration video online.

230V to 115V
Adapter included

* TIG Accessory Kit

OPTIONAL TIG
PACKAGE

Optional TIG Package (P/N: PX160-TIG KIT) Includes:
* TIG Torch 150 Amp/12.5".....cc.vvvennv. (PX17V-12R)

* Lenco CONNECtor...........ccccucucucenee (PX-917-P160)
e Lenco Gas HOSE........ccocvvveevirireirinnns (LGH-96RH)
* Flowmeter/Regulator.................... (PXRF1430-580)

DUTY CYCLE

RATED OPEN INPUT INPUT AT RATED - RATED OUTPUT
OUTPUT CURRENT | coeir | VOLTAGE LOAD, SINGLE WEIGHT | DIMENSIONS 220 I
(% Duty Cycle.) RANGE [ \oifage | (VDC) PHASE, 60 Hz Ibs. b ‘4\
" - - (A) (VDC) +10% (kg) mm (in) 160 230V
40% 60% 100% (50/60 Hz) A KVA | KW 4 150
Height: § 130 T My
130A | 110A | 85A 260 (10.2) =1
@ @ @ 30-130 115 43 | 54 | 38 Net:  fincluding S 9
23.2VDC|22.4 VDC|21.4 VDC 15.41bs. | handle 2w
(Tka) 1295 (11.6) o
65- 85 =
hip: idth:
200A | 165A | 130A 2§1 Il?s. ﬂ;‘?"{é_n 50
@ @ @ 30 - 200 230 48 | 109 | 6.7 (11 kg)
26 VDC |24.6 VDC |23.2 VDC Length:
430 (16.5)

3 YEAR WARRANTY

0
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FEATURES:

* All stainless steel frame and panels

* 2 coats of epoxy spray on internal
components

» Silicone coating of electrical
connections

* Remote amperage control receptacle

* Excellent 6010 Stick electrode
performance

* Control-circuit overload breaker
allows quick resetting and eliminates
the need to keep fuses on hand.

* High/low output terminals
conveniently allows welder to choose
between two different amperage
ranges for improved output control.

 Two wide amperage ranges for fine
adjustment allows exact control of
weld amperage.

* Infinite amperage control allows
precise weld output adjustment.

* Constant current

APPLICATIONS:

» Steel Erection

* Pipe Welding

* Tank/Pressure Vessel Fabrication
 Maintenance/Repair/Construction

* Shipbuilding, Refineries, and Foundries

SPECIFICATIONS:

* Input power: 3-Phase

* Rated output: 400 amps @ 36 VDC
* Duty cycle: 60%

Scan QR code to view

demonstration video online.

 Chemical & Steel Manufacturing Facilities DUTY CYCLE
RATED OUTPUT 7
PROCESSES: 700 :
* Stick (SMAW) 600 |
* Air Carbon Arc (CAC-A) ., 500 N |
» FCAW - w/voltage sensing wire feeder & \\I
« DC TIG (GTAW) g 400 N
« “Scratch Start” TIG = a0 |
[
I
200 '
20 30 40 60 80
PART NO. DESCRIPTION
PX400SS | 400 amp DC constant current
RATED CURRENT MAX. CURRENT INPUT AT RATED LOAD
DUTY CYCLE | OPEN-CIRCUIT RANGE THREE PHASE; 60 Hz.
60% VOLTAGE | LOW [ HIGH | 230V [ 460V | kW KVA
400 A 80 | 40
at 80V 45-345 80650\ p o | amps. | 216 32
36V
OVERALL DIMENSIONS In (mm) WEIGHT Lb (Kg)
HEIGHT WIDTH DEPTH NET SHIP
33 (838) 22 (559) 36-1/2 (927) 697 (316) 739 (335) .
3 YEAR WARRANTY

T W | |11 1 |
50 ‘ 150 ‘ 250 ‘ 350 ! 450 ‘ 550 ‘ 650, ‘ 750 ‘ 850 ‘ 950
100 200 300 400 500 600 700 800 900 1000

DC AMPERES
B = Low Range 3

A = High Range



APPLICATIONS:

* Metal fabrication

« Maintenance and repair
 Automotive workshops
 Farm/ home

* Light industrial

PX262-MlI G MIG WELDER and

GUN PACKAGE

PART NO.

DESCRIPTION

[}

PX262-MIG | Welding machine 300 amps

FEATURES:

* Features FAN (fan as needed). Reduces noise, energy usage
and contaminants pulled into machine.
* Two (2) gear driven rolls with tool-less roll change. (Uses Miller

style drive rolls).

* .035/.045 solid wire drive rolls included.

* Accepts Miller style gun connection.

« Digital LED meters for voltage, wire feed speed and amperage.

* Presetting of voltage and wire feed speed. Ensures precise
parameters and accuracy.

* 14 pin receptacle for direct connection of 24VAC wire feeders or

spool gun.

* 8 pin receptacle for direct connection of PROFAX AEC-200-4

spool gun.

« Side mounted hanger for MIG gun and leads.
« Single cylinder rack with securing chain.

PROCESSES: © Facton | :
actory installed running gear.
« MIG (GMAW) J 99
* Flux-cored (FCAW) DUTY CYCLE CHART VOLT/ANP CURVES
Rated Output w0
o —— —— 38
325 36
COMES COMPLETE WITH: p u A —_—
+ 15 ft. mig gun (FCM-250-4045-15) o e ——————
* 10 ft. work cable with clamp o 215 ol o
) ] 8 200 5l 2
* 10 ft. input power cord (plug not included) gm g«
« RF1430-580 flowmeter/regulator w/10 ft. gas hose = g
* Dual groove reversible .035/.045 solid wire drive rolls E. S
* Extra contact tips and nozzle :
0 2ea .035 contact tips (17S-35) :
0 2ea 045 Contact t|ps (1 78_45) 020 L R AN 0 20 40 60 80 100 szEko;;I;oEsuEgn 240 260 280 300 320 340
0 1ea 5/8" nozzle (27K62) Duty Cycle (%)
Amperage Rated Input at Rated Output, 60 Hz Wire Feed Wire Type and Maximum Max. Dimensions Weight
Range Output Volts Amps KW  KVA Speed Diameter Spool Size 0ocv In (mm) Ib (kg)
300 A @ 28 VDC 208 55 94 105
40% duty cycle 50-850 ipm Solid/stainless steel: Height: 31.2 (794) Net:
30-300A | 250 A @ 26.5VDC 230 53 9.3 11.5 | (1.3-20 m/min) .035-.045 (0.9-1.2 12” (305mm) | 35VDC 264.5 (120)
60% duty cycle mm) Flux-cored: .035- Width: 14.2 (362)
190 A @ 23.5VDC 460 26.5 83 103 .045 (0.9-1.2mm) Ship:
100% duty cycle Length: 38 (965) 332 (151)

Input Power 208/230/460, single-phase, 60 Hz Shipped from factory set for 460VAC

4

3 YEAR WARRANTY




PX300CV

300 Amp DC Constant Voltage Power Source

FEATURES:
« Single control for simple weld adjustments

* Weld voltage preset for fast & easy set up

* Adjustable weld stabilizer: Fast adjustment
between low & high inductance on front of
machine. Use low inductance setting for
mild steel & aluminum, use high setting for
stainless steel.

* Analog voltage & amperage meters

* 14 pin receptacle for direct connection of
24VAC wire feeders or spool gun

L ower panel covered for protection & safety

Scan QR code to view
demonstration video online.

PART NO. DESCRIPTION
PX300CV | 300 Amp DC Constant Voltage Power Source
APPLICATIONS: PROCESSES:
* Fabrication * MIG (GMAW)
* Agricultural * Flux Cored (FCAW)
* Automotive
: , AMPERES INPUT AT RATED LOAD
» Equipment Manufacturing mopEL | AT G Rt g | OUTPUT, 50-60 Hy, THREE PHASE
230V 460V
) 300 A @ 32 VOLTS DC
SPECIFICATIONS PX 300 CV 100% DUTY CYCLE 14-44 36 18
* Input power: 3-Phase 390 A @ 32 VOLTS DC Amps. Amps.
« Rated output: 300 amps @ 32V 60% DUTY GYCLE
« Duty cycle: 100% OVERALL DIMENSIONS In (mm) WEIGHT Lb (Kg)
« Warranty: 3 years parts and labor HEIGHT WIDE DEPTH NET SHIP
33" 22" 48-1/2” 273 (124) [ APPROX. 320 (145)
DUTY CYCLE Volt - Amp Curve
RATED OUTPUT
50
o PX 300 CV “F
(7] » 40| Max
w \\ = 35
& 300 o S 30l
= o
<< 250 a 25|
E 200 20
= 15 — Min
150 10
5 -
100 0 L L1 1 | | | L1 | | | | |
10 15 20 25 30 40 50 60 80 100 50 100 150 200 250 300 350 400

% DUTY CYCLE

DC AMPERES

3 YEAR WARRANTY




PX300CV Packages
without running gear

MIG Package (2 Roll Feeder)
Part #:|PX300CV-2T

Comes Complete With:

» PX300CV Power Source (230V/460V)

o PX20T Wire Feeder

 FC400 Amp MIG Gun (400Amp/15’)

» RF1430-580-Flowmeter/Regulator w/10’ Gas Hose

10 Ft. of 2/0 Feeder Weld Cable With Lugs

* 15 Ft. of 2/0 Work Cable With LENCO MIG-600-50 Clamp (600Amp)

MIG Package (4 Roll Feeder)
Part #:PX300CV-4T |

Comes Complete With:

 PX300CV Power Source (230V/460V)

* PX24T Wire Feeder (4 Roll)

 FC400 Amp MIG Gun (400Amp/15’)

» RF1430-580-Flowmeter/Regulator w/10’ Gas Hose

* 10 Ft. of 2/0 Feeder Weld Cable With Lugs

* 15 Ft. of 2/0 Work Cable With LENCO MIG-600-50 Clamp (600Amp)

Spool Gun Package
Part #:[PX300CV-5DM |

Comes Complete With:
» PX300CV Power Source (230V/460V)

 AEC200-5DM / 50 Spool Gun
» RF1430-580-Flowmeter/Regulator
* 30 Ft. of 1/0 Work Cable With LENCO MIG-300-50 Clamp (300 Amp)




PX300CV Packages
with running gear

Portable MIG Package (2 Roll Feeder)
Part #:|PX300CV-2TRG

Comes Complete With:

* PX300CV Power Source (230V/460V)

* Running Gear With Cylinder Rack and Leads Hangers (REQUIRES INSTALLATION)
e PX20T Wire Feeder

 FC400 Amp MIG Gun (400Amp/15’)

* RF1430-580-Flowmeter/Regulator w/10’ Gas Hose

« 10 Ft. of 2/0 Feeder Weld Cable With Lugs

* 15 Ft. of 2/0 Work Cable With LENCO MIG-600-50 Clamp (600Amp)

Portable MIG Package (4 Roll Feeder)
Part #:/PX300CV-4TRG |

Comes Complete With:

 PX300CV Power Source (230V/460V)

* Running Gear With Cylinder Rack and Leads Hangers (REQUIRES INSTALLATION)
o PX24T Wire Feeder (4 Roll)

 FC400 Amp MIG Gun (400Amp/15’)

* RF1430-580-Flowmeter/Regulator w/10’ Gas Hose

10 Ft. of 2/0 Feeder Weld Cable With Lugs

* 15 Ft. of 2/0 Work Cable With LENCO MIG-600-50 Clamp (600Amp)

Portable Spool Gun Package

Part #:{PX300CV-5DMRG

Comes Complete With:

* PX300CV Power Source (230V/460V)

¢ Running Gear w/Cylinder Rack and Leads Hangers (REQUIRES INSTALLATION)
* AEC200-5DM / 50’ Spool Gun

¢ RF1430-580-Flowmeter/Regulator

« 30 Ft. of 1/0 Work Cable with LENCO MIG-300-50 Clamp (300 Amp)




PX20T/PX20MT

2 Roll Wire Feeders

PX20T

PX20MT

(with meters and voltage control)

Processes
MIG (GMAW)
Flux Cored (FCAW)
(Gas & Self Shielded)

3 YEAR WARRANTY

PROFAX NO. | INPUT POWER | WIRE DIAMETERS | WIRE FEED SPEED | WEIGHT | DIMENSIONS
PX20T 24VAC .023 - 5/64” 75 - 900 IPM 36 Ib. H: 14” (356mm)
PX20MT (w/meters 50/60Hz (0.6 - 2.0mm) (1.9 - 23 M/MIN) (16.5Kg.) W: 117 (280mm)
& voltage control) D: 252" (648mm)

STANDARD FEATURES: (PX20T & PX20MT)

* Trigger hold (reduces operator fatigue on longer welds).

* Two (2) gear driven rolls with Tool-Less roll change. (Uses Miller® style
drive rolls).

* .035/.045” solid wire drive rolls included.

« Accepts Miller® style MIG gun connection.

« 10 ft. (3M) input cable with 14 pin Miller® style plug included.

10 ft. (3M)gas hose included.

« Wire jog button

* (as purge button

« Adjustable burn back control

TECHNICAL DATA (PX20T & PX20MT):
 Power Source Type: Constant voltage (CV) DC.
 Weld Circuit Rating: 500A @ 100V, 100% duty cycle

ACCESSORIES (PX20T)
e SDT Step Down Transformer for use on 115 VAC or 42 VAC Power
Sources

STANDARD FEATURES: (PX20MT only)

* Voltage and Amperage meters. NOTE; must be paired with a machine
capable of providing meter reference signals.

* Power source voltage control. NOTE; must be paired with a machine
with this capability.

PROFAX PX20MT Compatible Power Sources

Miller®:

Deltaweld 302, 452, 652, 350 & 500 with 14 pin only

Dimension 302, 452, 652, 650, NT450, NT500

Invision 352MPa, 354MP, 304P, 450MPa, 456P, 456MP

XMT-350CC/CV, 350MPa, 450CC/CV, 450MPa, 304CC/CV, 425CC/CV, 456CC/CV
Deltafab

Shopmate 300, 300DX

Phoenix 456

PROFAX NO. | DESCRIPTION

PX20T 2 Roll Wire Feeder

PX20MT

2 Roll Wire Feeder (with meters and voltage control)




PX24T/PX24MT

4 Roll Wire Feeders

PX24T

PX24MT

(with meters and voltage control)

Processes
MIG (GMAW)
Flux Cored (FCAW)
(Gas & Self Shielded)

3 YEAR WARRANTY

PROFAX NO. | INPUT POWER | WIRE DIAMETERS | WIRE FEED SPEED | WEIGHT | DIMENSIONS
PX24T 24VAC .023 - 5/64” 75 - 1000 IPM 38.5Ib. H: 14” (356mm)
PX24MT (w/meters 50/60Hz (0.6 - 2.0mm) (1.9 - 23 M/MIN) (17.5Kg.) W: 117 (280mm)
& voltage control) D: 25%,” (648mm)

STANDARD FEATURES: (PX24T & PX24MT)

» Trigger hold (reduces operator fatigue on longer welds).

« Four (4) gear driven rolls with Tool-Less roll change. (Uses Miller® style
drive rolls).

* .035/.045” solid wire drive rolls included.

« Accepts Miller® style MIG gun connection.

« 10 ft. (3M) input cable with 14 pin Miller® style plug included.

* 10 ft. (3M)gas hose included.

* Wire jog button

* (as purge button

* Adjustable burn back control

TECHNICAL DATA (PX24T & PX24MT):
* Power Source Type: Constant voltage (CV) DC.
 Weld Circuit Rating: 500A @ 100V, 100% duty cycle

ACCESSORIES (PX24T)
 SDT Step Down Transformer for use on 115 VAC or 42 VAC Power
Sources

STANDARD FEATURES: (PX24MT only)

« Voltage and Amperage meters. NOTE; must be paired with a machine
capable of providing meter reference signals.

¢ Power source voltage control. NOTE; must be paired with a machine with
this capability.

PROFAX PX24MT Compatible Power Sources

Miller®:

Deltaweld 302, 452, 652, 350 & 500 with 14 pin only

Dimension 302, 452, 652, 650, NT450, NT500

Invision 352MPa, 354MP, 304P, 450MPa, 456P, 456MP

XMT-350CC/CV, 350MPa, 450CC/CV, 450MPa, 304CC/CV, 425CC/CV, 456CC/CV
Deltafab

Shopmate 300, 300DX

Phoenix 456

PROFAX NO. | DESCRIPTION

PX24T 4 Roll Wire Feeder

PX24MT

4 Roll Wire Feeder (with meters and voltage control)
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PX PRO-1VS e

Voltage Sensing Portable Wire Feeder (2 Roll)

APPLICATIONS:

e Construction
* Shipbuilding
* Rental fleets
» Manufacturing

PROFAX NO. | INPUT POWER | WIRE DIAMETERS | WIRE FEED SPEED | WEIGHT | DIMENSIONS
Open Circuit .023 - 5/64” 60 - 800 IPM 37 1b. H: 17 (432mm)
PRO-1VS Voltage & Arc (0.6 - 2.0mm) (1.52 - 20.32 M/MIN (17 Kg.) W: 8% (216mm)
14-100V DC D: 211" (546mm)
STANDARD FEATURES: TECHNICAL DATA:

* Trigger hold (reduces operator fatigue on longer welds).

« Two (2) gear driven rolls with Tool-Less roll change. (Uses Miller®

style drive rolls).

* .035/.045 solid wire drive rolls included.

« Accepts Miller® style gun connection.

* Digital LED meters

* Top meter can show amperage or wire feed speed.
« CC/CV mode selector switch

* High/Low wire feed speed selector switch

 Wire jog button
* (Gas purge button
* Resettable circuit

breaker

15’ Sensor lead with disconnect & Lenco MG-180 clamp
« 3’ of 3/0 AWG input cable w/Lenco LC-40HD male connector
« High impact latching case with folding handle & removable legs

« Shielding gas filter

PROFAX NO.

PRO-1VS

 Power Source Type: CC or CV (DC)

« Weld Circuit Rating: 400A @ 60% duty cycle

* Input Power: Open Circuit Voltage & Arc Voltage
 Spool Capacity: Max. 12”

Processes
MIG (GMAW)
Flux Cored (FCAW)
(Gas & Self Shielded)

DESCRIPTION
Voltage sensing portable wire feeder (2 roll)

3 YEAR WARRANTY




(Foot Control CFS-302)

WELDING POSITIONER = == __7%7

MODEL NO: Scan QR code to

view demonstration

WP—250 ® 1 1 5" video online.

230V model available (WP-250-2)

FEATURES:

* 0.5 to 5.5 RPM Rotation Speed

* 13-3/4” Diameter Table

» Manual Tilt Adjustment

* 0 to 90° Tifting Angle

* High Frequency Protected

* Foot Control w/12’ Cord Included
e 115V

* Shipping Weight 113 Ibs.

* 1 Year Warranty

Designed for rotation of lighter work pieces. Will hold 440 Ibs. in the
horizontal position and 250 Ibs. in the vertical position.

Note: C/G of rated load capacity not to be more than 4” from the center
of the turntable and 4” from the face of the turntable.

See page 26 for complete specifications and options.

FEATURIES:

e Low Profile

« Self Centering

* Reversible Jaws

e Fasy Mounting

e External & Internal Gripping
-0”-8"0n0.D.
-3"-11"0nlD.

* Shipping Weight 20 Ibs.

* Thru Hole Dia. 3.15”

MODEL NO:

WPC-11

The above illustration shows the chuck
mounted to the PROFAX Welding
Positioner WP-250.

11
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WELDING POSITIONERS

MODEL NO:

WP-500 - 115V

230V model available (WP-500-2)

FEATURES:

* 0.4 - 4 RPM Rotation Speed

 19-5/8” Diameter Table

* Power Tilt Adjustment

 0to 115° Tilting Angle

* Fwd./Rev. Foot Control w/12’ Cord Included
* High Frequency Protected

e 115V

* Shipping Weight 580 Ibs.

* 1 Year Warranty

Will hold 500 Ibs. in the vertical position and 900 Ibs. in the horizontal position.

from the center of the turntable and 6” from the face of the turntable.

See page 15 for chucks and grippers.

(Foot Control CFS-404)

Note: C/G of rated load capacity not to be more than 6”

See page 26 for complete specifications and options.

MODEL NO:

WP-1000 - 115V

230V model available (WP-1000-2)

Will hold 1,000 Ibs. in the vertical position and
1,750 Ibs. in the horizontal position. Note:
C/G of rated load capacity not to be more than
6” from the center of the turntable and 6” from
the face of the turntable.

FEATUIRES:

* 0.2 to 2 RPM Rotation Speed

* 24-1/2” Diameter Table

* Power Tilt Adjustment

* 0to 135° Tilting Angle

* Fwd./Rev. Foot Control w/12’ Cord Included
* High Frequency Protected

o 115V

* Shipping Weight 1,200 Ibs.

* 1 Year Warranty

See page 15 for chucks and grippers.

(Foot Control CFS-404)
See page 26 for complete specifications and options.



WELDING POSITIONERS === __?%7

MODEL NO:

WP-2000-4 - (460V 3PH)

230V model available (WP-2000-2)

FEATURES:

* (0.1 to 1.2 RPM Rotation Speed
 35-1/2” Diameter Table

* 0 to 135° Tilting Angle

« Standard Hand Control Pendant 25 foot
* High Frequency Protected

* 460V 3 Phase

* Approx. Shipping Weight 1,640 /bs.

* Optional foot control available

e 1 Year Warranty

2000 Ib. Welding Positioner

Will hold 2,000 Ibs. in the vertical position and 3,500 Ibs. in the horizontal position. Note: C/G of rated load capacity not to be more
than 12” from the center of the turntable and 12” from the face of the turntable.

See page 15 for chucks and grippers. See page 26 for complete specifications and options.

MODEL NO:

WP-6000-4 - (460V 3PH)

FEATURES:

* (0.1 to 1.2 RPM Rotation Speed

e 47-1/4” Diameter Table

* 0 fo 135° Tilting Angle

e Standard Hand Control Pendant 25 foot
* High Frequency Protected

* 460V 3 Phase Model

* Approx. Shipping Weight 2,725 Ibs.

« Optional foot control available

* 1 Year Warranty

6000 Ib. Welding Positioner

Will hold 6,000 Ibs. in the vertical position and 9,500 Ibs. in the horizontal position. Note: C/G of rated load capacity not to be more
than 12” from the center of the turntable and 12” from the face of the turntable.

See page 15 for chucks and grippers. See page 26 for complete specifications and options. 13
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WELDING POSITIONERS S [

. & FLOOR TURNTABLE 7 NSy /rmn
MODEL NO:
WP-10000-4 - (460V 3PH) Rear Viw

FEATURIES:

* .06 to .6 RPM Rotation Speed

* 59” Diameter Table

* 0 to 135° Tilting Angle

» Standard Hand Control Pendant 25 foot
* High Frequency Protected

* 460V 3 Phase

* Approx. Shipping Weight 6,200 Ibs.

* 1 Year Warranty

10,000 Ib. Welding Positioner

Will hold 10,000 Ibs. in the vertical position. Note: C/G of rated load capacity not to be more than 12” from the center of the turntable
and 12” from the face of the turntable.

Front View

See page 26 for complete specifications.

MODEL NO:

FT-20000 - (460V 3PH)

FEATURES:

* 20,000 Ibs. Capacity

* (0.1 to 1.0 RPM Rotation Speed

e 65” Diameter Table

* 19-1/2” Table Height

« Standard Hand Control Pendant 25 foot
* High Frequency Protected

* Approx. Shipping Weight 2,800 Ibs.
800 Amp Rotary Ground

e 2 H.P Rotational Mot
20’000 Ib o 1 Year M(;airﬂtj o
Floor Turntable




WELDING POSITIONER CHUCKS

[FEAVURES:

* 3 Jaw Self Centering
* Reversible Jaws
e Easy Mounting

* T-Handle wrench included with chucks

__

-
- - (&) - - o

| L -

COMPLETE POSITIONER CHUCK SPECIFICATIONS

B1

il

GLAMPING EXTERNAL JAW | THRU HOLE

DIAMETER RANGE RANGE CLAMPING RANGE | OPENING USED ON PROFAX
PROFAX NO. A- At B- B DIA. | WEIGHT POSITIONERS
WPG-6 6- 1/4 18- 24/8 | 2'- 614" 2-147- 558" | 177 | 201BS. WP-250
WPC-12 | 12-1/27 | 1/2°- 5-1/2° | 3-/4"- 12-3/8° | 3-7/8'- 12-3/8° | 394" | 1041BS. WP-500/ WP-1000
WPC-16 | 15:3/4" | 5/8'- 8-1/4" | 4-3/4" - 16-3/4" | 43/4’- 15-34’ | 570° | 1661BS.| WP-500,/ WP-1000/ WP-2000
WPC20 | 195/8" | 1°- 11" | 57/8°- 195/8" | 57/8'- 19-5/8" | 826" | 2581BS. | WP-1000/ WP-2000 / WP-6000
WPC25 | 24-3/4" | 2°- 18-3/4" | 65/8°- 24-3/4" | 6-5/8"- 24-3/4" | 1062° |460LBS.|  WP-2000/ WP-6000
FEATURES: WELDING POSITIONER GRIPPERS

» Self Centering
* Reversible Jaws
e Easy Mounting

*Note: Outboard support(s) required when using welding positioner grippers.

PROFAX NO. | (D) DIAMETER | 0.D. CAPACITY | 1.D. CAPACITY | WEIGHT USED ON PROFAX POSITIONERS
WPG-22 19%” 1”-15” 4 - 22" 130 LBS. | WP-500/ WP-1000 / WP-2000 / WP-6000
WPG-26 243 112" - 18” 6" - 26” 235 LBS. WP-1000 / WP-2000 / WP-6000
WPG-34 30%4” 2" -26” 6" - 34" 365 LBS. WP-2000 / WP-6000

WPG-64 65” 4" - 62" 8" - 64” 1,135 LBS., WP-10000

15
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MODEL NO:

TURNING ROLLS

TR-2000 - 115V

230V model available (TR-2000-2)

FEATURES:

e Includes One Drive and One Idler
e 1-1/2” to 24” Diameter

e 7.5-75 IPM Rotation Speed

e 27 x 10” Rubber Wheels

* Adjustable Drive Tension

e Foot Control w/12’ Cord Included
e High Frequency Protected

e 115V Input Power / 5 Amp
 Shipping Weight 146 Ibs.

e 1 Year Warranty

i +

| for cylindrical loads only |

Maximum load capacity 2,000 Ibs. (set)

(1,000 Ibs. max for
*Maximum rotational capacity
*Note: Additional idler rolls a

each drive and idler)
3,000 Ibs. with additional idlers.
vailable PROFAX NO: IR-1000

*See page 26 for optional controls.

MODEL NO:

TR-5000 - 115V

230V model available (TR-5000-2)

FEATUIRIES:

* Includes One Drive and One Idler
* 4”7 - 60" Diameter
¢ 10-100 IPM Rotation Speed
e 3”x 10” Polyurethane Wheels
* Fasy Wheel Spacing Adjustment
* Fwd./Rev. Foot Contro/
w/12’ Cord Included
* High Frequency Protected

Maximum load capacity 5,000 Ibs. (set)
(2,500 Ibs. max for each drive and idler)

o 115V Input Power / 10 Amp *Maximum rotational capacity 7,500 Ibs. with additional idlers.
* Shipping Weight 430 bs. *Note: Additional idler rolls available PROFAX NO: IR-2500

e 1 Year Warranty

+ +

for cylindrical loads only

*See page 26 for optional controls.




TURNING ROLLS £ EiE=rF —==

MODEL NO:

TR-10000 - 115V

230V model available (TR-10000-2)

FEATURES:

* 5-Ton Capacity (1 Drive / 1 Idler Max. 2> Ton Each)
* 7/ Ton Rotating Capacity w/Additional Idler(s)

* 127 to 96" Diameter Capacity

* 4.5-45 IPM Rotation Speed

* Fasily Adjustable Wheel Spacing

* 4” x 12” Wheels / Polyurethane Over Steel

e 115V Input Power / 10 Am, H
DB 1A 5-Ton Turning Roll Set
* Hand Pendant Control w/25° Cord (24V)
* Weight: 720 Ib. (1 Drive / 1 Idler)
* 1 Year Warranty
*See page 26 for optional controls. i 1

*Note: Additional idler rolls available PROFAX NO: IR-5000 | for cylindrical loads only |

MODEL NO:

TR-20000 - 115V

230V model available (TR-20000-2)

FEATURES:

* 10-Ton Capacity (1 Drive / 1 Idler Max. 5-Ton Each)
* 15 Ton Rotating Capacity w/Additional Idler(s)

* 20" to 192” Diameter Capacity

* 4.8-48 IPM Rotation Speed

* Easily Adjustable Wheel Spacing

* 5" x 132" Wheels / Polyurethane Over Steel

* 115V Input Power / 15 Amp - i

L 1100 input 10-Ton Turning Roll Set

* Hand Pendant Control w/25° Cord (24V)

* Weight: 1,320 Ib. (1 Drive / 1 Idler)

* 1 Year Warranty *See page 26 for optional controls. 0 T

*Note: Additional idler rolls available PROFAX NO: IR-10000 | for cylindrical loads only |

MODEL NO:
TR-40000 - (460V 3PH)

FEATURES:

* 20-Ton Capacity (1 Drive / 1 Idler Max. 10 Ton Each)
* 30 Ton Rotating Capacity w/Additional Idler(s)

* 20" to 216” Diameter Capacity

* 6 - 64 IPM Rotation Speed

* Easily Adjustable Wheel Spacing 20 TO n Tu rn I n g RO " Set
* 6” x 132" Wheels / Polyurethane Over Steel

* 460V Input Power / 10 Amp

* 2 ea./1 H.P Motors

* Hand Pendant Control w/25’ Cord (24V) *See page 26 for optional controls.
« Weight: 2,315 Ib. (1 Drive / 1 Idier) . pag P f°r° indical loads onl
« 1 Year Warranty Note: Additional idler rolls available PROFAX NO: IR-20000
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TURNING ROLLS Y2l 7V

MODEL NO:
TR-60000 - (460V 3PH)

PEATURES:

* 30-Ton Capacity (1 Drive / 1 Idler Max. 15 Ton Each)

* 45 Ton Rotating Capacity w/Additional Idler(s)

20" to 216" Diameter Capacity

* 6 - 58 IPM Rotation Speed

e Fasily Adjustable Wheel Spacing

e 6” x 132" Wheels / Polyurethane Over Steel

« 460V Input Power / 10 Amp 30-Ton
* 2 ea./12 H.P Motors -

* Hand Pendant Control w/25’ Cord (24V) Tu rnin g ROI I s et
* Weight: 2,340 Ib. (1 Drive / 1 Idler)

e 1 Year Warranty

See page 26 for optional controls e e
*Note: Additional idler rolls available PROFAX NO: IR-30000 | for cylindrical loads only |

MODEL NO:
TR-120000 - (460V 3PH)

FEATURIES:

e 60-Ton Capacity (1 Drive/1 Idler Max. 30 Ton Each)

* 100 Ton Rotating Capacity w/Additional Idlers

* 34" to 300” Diameter Capacity

e 6 - 60 IPM Rotation Speed

e Fasily Adjustable Wheel Spacing

o 20%2" x 11%” Wheels/Polyurathane Pressed on Stee!

OorosdDisss 60-Ton
460V 1 P 15A .
2oz Pl Turning Roll Set

Hand Pendant Control w/25’° Cord (24V)
Weight: 5,600 Ib. (1 Drive/1 Idier)

1 Year Warranty See page 26 for optional controls | :': — :': |
*Note: Additional idler rolls available PROFAX NO: IR-60000 for cylindrical loads only
MODEL NO:
TR-240000 - (460V 3PH)
FEATURES:

e 120-Ton Capacity (1 Drive/1 Idler Max. 60 Ton Each)

* 180 Ton Rotating Capacity w/Additional Idler(s)

* 34" to 300” Diameter Capacity

e 5-51IPM Rotation Speed

* Fasily Adjustable Whee! Spacing

e 202" x 23%+” Wheels/Polyurathane Pressed on Steel
(6 Tires make total width)

Overload Discs 1 2 0 'TO n

460V Input Power/30 Amp

2 ea./5.35 H.P Motors H

Hand Pendant Control w/50° Cord (24V) Tu rn I n g Ro I I S et
Weight: 6,000 Ib. (1 Drive/1 Idler)

e 1 Year Warranty

See page 26 for optional controls 4 4
*Note: Additional idler rolls available PROFAX NO: IR-120000 | fc}EyIindricaI IoadsBrﬁy |




WELDING TORCH STAND & MANIPULATORS
MODEL NO:

WTS-44 Adjustable
Torch Stand

FEATURES:

GENERAL:
 Manually Adjustable Torch Stand
o Extruded Aluminum Construction
* Lockable Casters Included for easy movement
* Unit Weight:70 ibs.

MAST:
 Hand Wheel Adjustment
(Worm Gear provides Anti-Fall Protection)
e 46" \ertical Travel
* 60” Max. Clearance Under Boom

BOOM:
* Hand Wheel Adjustment
* 46" Horizontal Travel
* 50” of Reach
* Drilled and Tapped Mounting Plate
* Dual Swivel Adjustable V-Block Mount (Included)
* Drilled and tapped holes for PROFAX WCS-2, WRS-20,
and WCS-222 (Optional)
25 Ib. Maximum Load Capacity
* 1 Year Warranty

MODEL NO:
WM-44 - (115V)

FEATURES:

* Power Mast:
* Constant Speed
e 472" Vertical Travel,
* 702" Clearance Under Boom
* Power Boom:
* Variable Speed
e Auto & Manual Settings
* 50” Horizontal Travel
* 53” Reach
* 150 Ib. Load Capacity
e Hand Control Pendant w/25’ Cord
* Anti-Fall Protection
* Platform Base with Locking Swivel Mechanism
e 115 Volt
* 1 Year Warranty
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WELDING MANIPULATORS

MODEL NO:

WM-66-4 (i) e (460V 3PH)

WM-66-4-MTC (7o) ©(460V 3PH)

WM-SA For NA-5 & other heads
WM-SA-NAS | For NA-3 head
Optional for mounting sub-arc package.

Optional
Motorized
Travel Car
Model No.:
WM-66-4-MTC —P»

FEATUIRIES:

» Power Mast:

* Constant Speed

e 547 Vertical Travel

 85” Clearance Under Boom
 Power Boom:

« Variable Speed

e Auto & Manual Settings

e 78” Horizontal Travel

* 83” Reach

* 400 Ib. Load Capacity
e Hand Control Pendant w/25’ Cord
* Anti-Fall Device
* Swivel Base with Locking Mechanism
 Mounting Bracket for Power Source
e Manual Travel Car with:

 V-Wheels

* Brake
* 460V 3 Phase
* 1 Year Warranty

MODEL NO:

WM-1010-4 - (460V 3PH)

FEATUIRIES:

 Power Mast:
* Constant Speed
e 1207 Vertical Travel,
e 156" Clearance Under Boom
* Power Boom:
* Variable Speed
e Auto & Manual Settings
e 120” Reach
* 440 Ib. Load Capacity
* Motorized Travel Car (standard)
o \-Wheels 12- 110 IPM
* Hand Control Pendant w/25’ Cord
* Anti-Fall Protection
* Swivel Base with Locking Swivel Mechanism
 Mounting Bracket for Power Source
 Sub Arc Mounting Bracket Included
* 460V 3 Phase
e 1 Year Warranty

<— Motorized Travel Car
(standard)




Torch Adjustment Slide, Welding Slide,
and Compound Slides

MODEL NO:

WCS-2 & WCS-222

1-Way & 3-Way Torch Adjustment
Slides with Torch Angle Adjustment

WCS-2
Specifications:
* Adjustment: 1

-7/8”

* Slide Adjustment: Manual Hand Wheel
« Torch Angle Adjustment: 90 Degree
* Torch Diameter: 5/8” - 1-3/8”

(Upto 1-7/8”

w/optional WCS-222-5)

e Torch Clamp: V-Block
* Load Capacity: 10 Ibs.

WCS-222
Specifications:

e LxWxH Adjustment: 1-7/8” x 1-7/8” x 1-7/8”

« Slide Adjustment: Manual Hand Wheels
« Torch Angle Adjustment: 90 Degree
« Torch Diameter: 5/8” - 1-3/8”

(Up to 1-7/8” w/optional WCS-222-5)
e Torch Clamp: V-Block
« Load Capacity: 10 Ibs.

=2
WCS-2 WCS-222

PROFAX NO. | DESCRIPTION

« Easy Mounting: 4 Thru Holes « Easy Mounting: 4 Thru Holes WCS-2 Single Adjustment Slide

* Weight: 2 Ibs. « Weight: 3.5 Ibs. WCS-222 | 3-Way Adjustment Slide
* 90 Day Warranty

MODEL NO:

WCS-6AL & WCS-66AL

WCS-6AL

Aluminum Welding Slide &
Compounded Welding Cross Slides

Specifications:
* Travel: 5-7/8”
« Slide Adjustment: Manual Hand Wheel
* Load Capacity: 75 Ib. @ 4” Center of Gravity
e Aluminum Construction
* Dovetail Slide Design
e 16mm (Approx. 5/8”) Dia. Drive Screw
* Length of Slide: 10-3/4”
(Including Handle While Extended 14"2")
« Height of Slide: 4-1/2”
* Depth: 1-1/2”

_ « Easily Compounded: 4 Bolts (Makes WCS-66AL)
WES-66AL « Convenient to Mount: 8 Pre-Drilled Holes
PROFAX NO. | DESCRIPTION » Weight: 5 Ibs. (WCS-66AL: 10 Ibs.)
WCS-BAL | Welding Slide 6” Aluminum * 90 Day Warranty
WCS-66AL | Compounded Slides 6” x 6” Aluminum
MODEL NO:

WCS-8 & WCS-88

Specifications: (WCS-8)

e Travel: 7-7/8”

* Slide Adjustment: Manual Hand Wheel
* Integrated Slide Lock

* Load Capacity: 200 Ib. @ 4” Center of Gravity

* Steel Construction
* 20mm (Approx. 3/4”) Dia. Hardened Load Bearing Guide Rods
 16mm (Approx. 5/8”) Dia. Drive Screw
* Length of Slide: 13-1/4” (Including Handle While Extended 18”)
* Height of Slide: 4-3/8”

* Depth: 2-3/8”

* Easily Compounded: 4 Bolts (Makes WCS-88)

 Convenient to Mount: 4 Pre-Drilled Holes

» Weight: 21 Ibs.

(WCS-88: 42 Ibs.)

* 90 Day Warranty

WCS-8

WCS-8

Steel Welding Slide &
Compounded Welding Cross Slides

WCS-88

PROFAX NO. | DESCRIPTION

Welding Slide 8” Steel

WCS-88

Compounded Slides 8” x 8” Steel

21
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MODEL NO:

WCS-44M

Specifications:

* Travel: 3-15/16” x 3-15/16”

* Speed: Variable Speed 0-10 i.p.m.

* Gontrol: Joystick Pendant

* Load Capacity: 55 Ibs. @ 4” Center of Gravity

* Motors: 24 VDC

* Input Power: 115 VAC

* Dimensions (WxHxD): 11" x 11” x 5”

* Weight of Slides: 30 Ibs.

* Weight of Slides & Controls: 42 Ibs.

* Back of Slide Mounting: 4 Ea. M8 Thru Holes

» Weld Head Mounting: 4 Ea. M8 - 1.25 Tapped Holes
* Driven Screw: 16mm (Approx. 5/8”)

* Load Bearing Guide Rods: 16mm (Approx. 5/8”)
* 90 Day Warranty

Motorized Welding Cross Slides £ Pi=s =—

PROFAX NO. | DESCRIPTION
WCS-44M |M0torized Welding Cross Slides 4” x 4”

MODEL NO:

WCS-88M

Specifications:

e Travel: 7-7/8” x 7-7/8”

* Speed: Variable 0-8 i.p.m.

« Gontrol: Joystick Pendant

* Load Capacity: 200 Ibs. @ 4” Center of Gravity

* Motors: 24 VDC

* Input Power: 115 VAC

* Dimensions (WxHxD): 19-1/4” x 19-1/4” x 6-3/4”
* Weight of Slides: 86 Ibs.

 Weight of Slides & Controls: 98 Ibs.

* Back of Slide Mount: 4 Ea. M10 Thru Holes
 Weld Head Mounting: 6 Ea. M10 - 1.5 Tapped Holes
* Driven Screw: 1” Dia.

» Load Bearing Guide Rods: 1-1/8”

* 90 Day Warranty

PROFAX NO. | DESCRIPTION
WCS-88M | Motorized Welding Cross Slides 8” x 8”

MODEL NO:

WCS-1212M

Specifications:

* Travel: 12" x 12”

* Speed: 0 - 11-1/2i.p.m.

* Gontrol: Joystick Pendant

* Load Capacity: 550 Ibs. @ 4” Center of Gravity

* Motors: 200 Watt Servo

* Input Power: 115 VAC

* Dimensions (WxHxD): 32-1/2” x 32-1/2” x 8-1/2”
* Weight of Slides: 250 Ibs. (Approx.)

* Weight of Slides & Controls: 325 Ibs. (Approx.)

* Back of Slide Mounting: 8 Ea. M10 Thru Holes

* Welding Head Mounting: 8 Ea. M10 - 1.5 Tapped Holes
* Driven Screw: 1-1/4”

* Load Bearing Guide Rails: 23mm (Approx. 7/8”)
* 90 Day Warranty

PROFAX NO. | DESCRIPTION
WCS-1212M | Motorized Welding Cross Slides 12” x 12”




1 1 A A /] [
Rotational Slides s
for Torches & Welding Heads 7T TR
<« Rotation
Specifications:
» 360 Degree Rotation
 Adjustment: Hand Knob >
« Rotation Lock: Thumb Screws Locks
« Torch Diameter: 5/8” - 1-3/8”
(Up to 1-7/8” with Optional WCS-222-5)
e Torch Glamp: V-Block with Angle & Height Adjustments
« Load Capacity: 7 Lbs.
« Easy Mounting (4 Thru Holes)
e Weight: 2 Lbs.
¢ 90 Day Warranty
PROFAX NO. [ DESCRIPTION
WRS-20 | Rotational Slide 7 Ib. Capacity
MODEL NO: Lock
A/ Rotation

WRS-90

Specifications:

* 360 Degree Rotation

* Adjustment: Hand Knob

« Rotation Lock: Hand Knob

* Load Capacity: 88 Lbs.

 Back Mount: 4 x 6mm Thru Holes
* Front Plate: 4 x M6x1.0 Threaded
 Weight: 4.5 Lbs.

* 90 Day Warranty

PROFAX NO. | DESCRIPTION
WRS-90 | Rotational Slide 88 Ib. Capacity

MODEL NO:

WRS-140 e

Specifications:

* 360 Degree Rotation

e Adjustment: Hand Knob

* Rotation Lock: Hand Knob

* Load Capacity: 154 Lbs.

 Back Mount: 4 x 8mm Thru Holes
* Front Plate: 4 x M8-1.25 Threaded
* Weight: 11.2 Lbs.

* 90 Day Warranty

PROFAX NO. | DESCRIPTION
WRS-140 |R0tati0na| Slide 154 Ib. Capacity

Rotation
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Oscillator Linear Type
and Oscillator Angle Type

MODEL NO:

WO0-13

Welding Oscillator
Linear Type

Specifications:

« Operator Friendly Pendant

* Torch Diameters: 5/8” to 1-3/8”
(Up to 1-7/8” w/Optional WCS-222-5)

* Load Capacity: 10 Ibs.

e Speed: 0-130 IPM

 Weld Width: 0-1-9/16”

« Centerline Adjustment; +/- 1/4”

e L & R Dwell: 0-2 sec.

* Motor 24V DC/Rack & Pinion Drive

e Input Power: 115 or 230 VAC

90 Day Warranty

PROFAX NO. | DESCRIPTION

WO0-1S

Welding Oscillator - Linear

MODEL NO:

WO0-1V

Welding Oscillator
Angle Type

Specifications:

« QOperator Friendly Pendant

* Torch Diameters: 5/8” to 1-3/8”
(Up to 1-7/8” w/Optional WCS-222-5)

* Load Capacity: 10 Ibs.

* Speed: 0-50 Cycles/Minute

* Swing Width: +/- 8 deg.

* Centerline Adjustment: +/- 4 deg.

e L & R Dwell: 0-2 sec.

* Motor 24V DC/Worm Drive

* Input Power: 115 or 230 VAC

* 90 Day Warranty

PROFAX NO. | DESCRIPTION

WO-1V

| Welding Oscillator - Angle




Extended Reach Welding Oscillator

Fully Articulated ( ﬁ—'

Head (see video)—» i

Oscillator
Control

| <>
Oscillator Head ———» 8” Cross Slide

(Optional)

Scan QR code to view
demonstration video online.

Typical
Application
Shown

*Positioner & Torch
NOT INCLUDED

v— SEE ORDERING OPTIONS BELOW.—,

XR & XRS Oscillator ==

f PART NO:

XR-0Oscillator

INCLUDED:

» WO-1S linear oscillator head & control

« 8” Verticle torch adjustment

* Dual angle adjustment (X & Y axis)

e 27”7 Horizontal adjustment (33" total reach)
* Swivel base

* 8” Riser (removable)

* Pre-drilled base mount

PART NO:
XRS-Kit
INCLUDED:

* 8” Manual cross slide (mounts under XR-Oscillator)
* Mounting plate under slide (pre-drilled mounting holes)
* Two (2) mounting clamps (for mounting without drilling)

/ PART NO:
XRS-0Oscillator
INCLUDES:
* (Includes everything above) XR-Oscillator & XRS-KIT
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WELDING POSITIONER SPECIFICATIONS ERE — o
SPECIFICATIONS | WP-250 | WP-500 | WP-1000 | WP-2000 | WP-000 | WP-10000 |
CAPACITY VERTICAL 250 LBS. 500 LBS. 1,000 LBS. 2,000 LBS. 6,000 LBS. 10,000 LBS.
CAPACITY HORIZONTAL 440 LBS. 900 LBS. 1,750 LBS. 3,500 LBS. 9,500 LBS. 10,000 LBS.
LOAD CENTER OF GRAVITY 4" 6” 6” 12” 12" 12”
TILT MANUAL POWER POWER POWER POWER POWER
TILT ANGLE (DEGREES) 0-90 0-115 0-135 0-135 0-135 0-135
TILT ANGLE INDICATOR N/A N/A N/A STANDARD STANDARD STANDARD
GROUND CAPACITY 300 AMPS 500 AMPS 500 AMPS 800 AMPS 800 AMPS 800 AMPS
GROUNDING DEVICE BRASS BRASS BRASS ROTARY ROTARY ROTARY
HIGH FREQ. PROTECTION YES YES YES YES YES YES
VOLT / AC 115 or 230 115 or 230 115 or 230 230 or 460 (3 PH.) 460 (3 PH.) 460 (3PH.)
POWER REQ. 5 AMP 10 AMP 10 AMP 10 AMP 10 AMP 20 AMP
TABLE THICKNESS 9/16” 7/8” 17 17 1” 1-3/8”
TABLE DIAMETER 13-3/4” 19-5/8” 24-1/2” 35-1/2” 47-1/4” 59”
TABLE CONFIGURATION 3-SLOT 3&4-SLOT 3&4-SLOT 3&4-SLOT 3 &4 SLOT 3 &4 SLOT
OPTIONAL CHUCKS WPC-6 & 11 WPC-12 & 16 |WPC-12,16, & 20 | WPC-16,20, & 25| WPC-20 & 25
OPTIONAL GRIPPERS - WPG-22 WPG-22 & 26 | WPG-22, 26 & 34 | WPG-22,26 & 34 WPG-64
TABLE HEIGHT (HORIZONTAL) 13-7/32" 25-1/4" 33-11/16" 35-7/8" 43" 49”
TABLE CENTER HEIGHT (VERTICAL) 10-3/64”" 21-1/4" 29" 30-3/4” 36-1/2” 39-1/2”
THRU HOLE 1-1/8” N/A N/A N/A N/A N/A
TABLE R.PM. 05-55 04-4 02-2 01-1.2 01-1.2 06-.6
ROTATION MOTOR H.P 1/8 H.P 1/6 HP 1/4 H.P 1HP 2H.P 3-1/3H.P
VARIABLE SPEED ROTATION ON PANEL ON PANEL ON PANEL ON PENDANT ON PENDANT ON PENDANT
FOOT CONTROL SINGLE FWD./REV. FWD./REV. OPTIONAL OPTIONAL OPTIONAL
HAND PENDANT OPTIONAL OPTIONAL OPTIONAL STANDARD STANDARD STANDARD
ANCHOR POINTS 4 4 6 6 6 6
LEVELING BOLTS N/A INCLUDED INCLUDED INCLUDED INCLUDED INCLUDED
UNIT WIDTH 12-1/2” 26" 32-1/4” 36” 47-1/4” 67"
UNIT LENGTH 217 33-7/8" 48-1/2” 61-1/2” 72" 92”
SHIPPING WEIGHT (APPROX.) 113 LBS. 580 LBS. 1,200 LBS. 1,640 LBS. 2,725 LBS. 6,000 LBS.

OPTIONAL HAND & FOOT CONTROLS FOR PROFAX POSITIONING EQUIPMENT

* VFC-250: Single pedal VARIABLE SPEED foot control. (Directional change must be done on control panel)
(Modifications to machine must be made. Factory installation recommended) For: WP-250/WP-500/WP-1000/TR-

2000/TR-5000

» HP-ROF: Hand control pendant ON/OFF. For: WP-250/TR-2000 (Note***: Rotation direction change and speed control

adjustments must be made on control panel of these units)

 HP-ROF: Hand control pendant for REVERSE/OFF/FORWARD operation. (Speed changes must be done on control
panel) (No modifications required on machine) For: WP-500/WP-1000/TR-5000

 HP-ROF/S: Hand control pendant for REVERSE/OFF/FORWARD operation and speed SPEED CONTROL. (Modifications
to machine must be made. Factory installation recommended) For: WP-250/WP-500/WP-1000/TR-2000/TR-5000

* CFS-404: Dual foot control ON/OFF or FORWARD/REVERSE operation. (Speed control must be done on control panel)
(Modifications to machine must be made. Factory installation recommended) For: TR-10000/TR-20000/TR-40000/

TR-60000 & WP-2000/WP-6000/WP-10000

***Note: Additional labor charges apply to factory installation of above items.
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BEVELING MACHINES Y a4l 77,
Portable Motorized Track Gas Cutting Machine (115V)

MODEL NO:

TCM-100

SPECIFICATIONS: Optional: Circle Cutting
« Reliable design with cone drive system Attachment for TCM-100
* Accurate straight line cutting and beveling
 Comes with two (2) interlocking
one meter track sections
* Ready to mount a 1-3/8” diameter
machine torch with 32 pitch rack

PROFAX NO: TCM-100-CC

« Travel speed up to 32 inches per minute For Cutting 8" through 48" diameters
« 16 foot power cable

* Shipping weight: 40 Ibs. « Additional 1 meter track: PROFAX NO. TCM-1M

- Portable Motorized Track Cutting Machine

MODEL NO:

TCM-200V-115V

230V model available (TCM-200V-2)

Optional: Circle Cutting

* Reliable design (cone & disc drive system) Attachment for TCM-200V

« Accurate straight line cutting and beveling at every speed due to
constant speed motor

 Comes with two (2) pieces of interlocking one meter track sections

» Travel speed from one (1) to sixty (60) inches per minute

* ready to mount a 1-3/8” diameter machine torch with 32 pitch rack

« Counter-balanced for extended torch reach of 20 inches from unit PROFAX NO: 0252'0040

« Drive controls placed on both sides for operation in either direction For Cutting 4" through 96" diameters

* Speed indicator easily visible on top of unit

* 16 foot power cable included

« Shipping weight: 64 Ibs. w/track

() (i « Additional 1 meter track: PROFAX NO. TCM-1V 27
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For all types of welding wires from .023” to 1/8” (0.6mm 3 3.2mm)

ITEM | PROFAX NO. | DESCRIPTION
1 | WS-LSA Lincoln® straightener, complete for Subarc heads (NA-3, NA-4, NA-5, LT-7, and Power Feed 10A)
2 | WS-LSAQ Lincoln® straightener, complete for Subarc heads and QCC conduit (NA-3, NA-4, NA-5, and Power Feed 10A)
3 | WS-LN7 Lincoln® straightener, complete for LN-7 feeders
4 |WS-LN7GMA | Lincoln® straightener, complete for LN-7GMA feeders
5 | WS-LN89 Lincoln® straightener, complete for LN-8 and LN-9 feeders
6 | WS-LN9GMA | Lincoln® straightener, complete for LN-9GMA feeders
7 | WS-LN10 Lincoln® straightener, complete for DH-10, LN-10, STT-10, Power Feed 10 and Power Feed 10M
8 | WS-M Miller® straightener, complete for all 10, 30, & 50 series feeders
9 | WS-M-67 Miller® straightener, complete for all 60 and 70 series feeders i 10 9
10 | WS-MR Miller® straightener, complete for RAD 400 and RAD 780 P _ 8
11 | WS-MRQ Miller® straightener, complete for RAD 400, RAD 780 and QCC conduit 7 // 7
S~ °
1 |A-1946 Guide, Lincoln® DH-10, LN-10, & STT-10 12 S
(Also, can be used to couple two straighteners) 14 - S -
2 |A-1986 Kit, roll (3 required) P Ne
3 |A1951 _ |Plate, slide < 13
4 |A-1950 Slide N 1
5 [A-1952 Spring < .
6 [7290 Guide Lincoln” LN-8 & LN-9 NN
7 7291 Guide Lincoln® LN-9-GMA PN 1
8 (7292 Guide Lincoln® LN-7/Miller® 60 and 70 series feeders 14 - SN -
9 7293 Guide Lincoln” LN-7-GMA 7 - e
10 [150996 Guide Miller® for all 10, 30, and 50 series feeders 12 - : -
11 7296 Guide Miller® RAD 400 & RAD 780 e |
12 [045233 _|Insert antiwear v I
13 7279 Bushing, Lincoln® Subarc 16 - ! [
14 7083 Bushing, standard J 4
15 |7289 Bushing, 1/2” - 20 . - 3 5
16 |QCM-1/2-20 |Fitting, conduit quick connect - used with 7289 bushing 17 < 4
17 |7297 Guide outlet wire straightener WS-R ~

HEAVY DUTY WIRE STRAIGHTENER

2

e M For 5/64” - 3/16” wire.

ITEM | PROFAX NO. | DESCRIPTION

1 | WS-LSA-HD | LincoIn® straightener, complete
for Subarc heads
(NA-3, NA-4, NA-5, LT-7,
and Power Feed 10A)

2 | WS-LSAQ-HD | Lincoln® straightener, complete

for Subarc heads and QCC conduit
(NA-3, NA-4, NA-5, and Power Feed 10A)




r S ama i
QCC CONDUIT / QCC-HD (Heavy Duty) CONDUIT #F F &5 —==

QCC CONDUIT has a .198” 1.D. with a .500” 0.D. capable of guiding
solid welding electrodes up to 3/32” diameter or cored wires up to

5/64”. The QCCHD CONDUIT has a .265” I.D. with a .625” 0.D. and
GET YOUR is recommended for solid welding electrodes up to 5/32” diameter
WELDING or cored wires up to 7/64”".
WIRE STOCKED LENGTHS
QCC CONDUITS: QCCHD CONDUITS:
TO THE QCC24  Conduft 247 QCCAD-48  Conduft 487
QCC-30  Conduit 30” QCCHD-72  Conduit 72"
FEEDER QCC-36  Conduit 36” QCCHD-84  Conduit 84”
FAST AND EASY QCC-48  Conduit 487 QCCHD-96  Conduit 96”
QCC-60  Conduit 60” QCCHD-108 Conduit 108”
QCC-72  Conduit 72" QCCHD-120 Conduit 120”
QCC-84  Conduit 84” QCCHD-144 Conduit 144”
QCC-96  Conduit 96” QCCHD-180 Conduit 180”
@E‘l‘"' QCC-108 Conduit 108” QCCHD-240 Conduit 240”
~ J QCC-120 Conduit 120” QCCHD-300 Conduit 300”
e QCC-144 Conduit 144”
Best suited for applications where constant flexing is required. The QCC QCC-180 Conduit 180” i
series of Conduits are ideal for use on automatic and semi automatic QCC-240 Conduit 240" QCC and QC(_;IHEIC(_JndUIIS
systems, such as Manipulators, Gantries, Seam Trackers, and Robotic QCC-300 Conduit 300” are available in

installations.

special lengths and bulk.

DCK
DOME CONNECTOR KIT

Quick Connector accepts QCC and QCCHD
Conduits. Designed for easy installation
on DOMES. Comes complete with Quick
Connector, washers, and wear resistant
steel inlet guide.

DOME - 20

Installs on 20” (50.8¢cm)
diameter payoff drum.

DOME - 23

Installs on 23” (58.4cm)
diameter payoff drum.

QCA ADAPTER KIT

Quick Connector with inlet guide and mounting bushings. The QCA Adapter
Kit is suitable for most MIG wire feeders and mounts easily in place of the
manufacturer’s inlet guide. Various inlet sizes can be accommodated with
the bushings supplied. The QCA Adapter Kit is also suitable for wire pay-off
systems that have a thru hole and a retaining screw.

i 2) 3/4
(19.0 mm)
”m

CONNECTORS FOR QCC & QCC HD CONDUITS

ICAN 378
\ (9.5 mm)

11/16

‘ ( ) /‘(1 7.4 mm)

| 7/8
(22.2 mm)

472 R ‘ \ 58
@ )(12.0mm) @ J(12.7 mm) ‘\69 /‘(15.9mm)

o

QCB CONNECTOR

QCF CONNECTOR

Quick Connector with
1/2”-20 male threads,
washers, and nut.

Quick Connector with
1/4” NPT female threads

QCF-1/2 CONNECTOR
Quick Connector with
1/2”-20 female threads.

QCM CONNECTOR
Quick Connector with
1/4” NPT male threads.

QCM-1/2 CONNECTOR
Quick Connector with
1/2” NPT male threads.

QCM-1/2-20 CONNECTOR
Quick Connector with
1/2”-20 male threads.
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