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Oscillator Linear Type
and Oscillator Angle Type

MODEL NO:

WO0-13

Welding Oscillator
Linear Type

Specifications:

« Operator Friendly Pendant

* Torch Diameters: 5/8” to 1-3/8”
(Up to 1-7/8” w/Optional WCS-222-5)

* Load Capacity: 10 Ibs.

e Speed: 0-130 IPM

 Weld Width: 0-1-9/16”

« Centerline Adjustment; +/- 1/4”

e L & R Dwell: 0-2 sec.

* Motor 24V DC/Rack & Pinion Drive

e Input Power: 115 or 230 VAC

90 Day Warranty

PROFAX NO. | DESCRIPTION

WO0-1S

Welding Oscillator - Linear

MODEL NO:

WO0-1V

Welding Oscillator
Angle Type

Specifications:

« QOperator Friendly Pendant

* Torch Diameters: 5/8” to 1-3/8”
(Up to 1-7/8” w/Optional WCS-222-5)

* Load Capacity: 10 Ibs.

* Speed: 0-50 Cycles/Minute

* Swing Width: +/- 8 deg.

* Centerline Adjustment: +/- 4 deg.

e L & R Dwell: 0-2 sec.

* Motor 24V DC/Worm Drive

* Input Power: 115 or 230 VAC

* 90 Day Warranty

PROFAX NO. | DESCRIPTION

WO-1V

| Welding Oscillator - Angle




Extended Reach Welding Oscillator

Fully Articulated ( ﬁ—'

Head (see video)—» i

Oscillator
Control

| <>
Oscillator Head ———» 8” Cross Slide

(Optional)

Scan QR code to view
demonstration video online.

Typical
Application
Shown

*Positioner & Torch
NOT INCLUDED

v— SEE ORDERING OPTIONS BELOW.—,

XR & XRS Oscillator ==

f PART NO:

XR-0Oscillator

INCLUDED:

» WO-1S linear oscillator head & control

« 8” Verticle torch adjustment

* Dual angle adjustment (X & Y axis)

e 27”7 Horizontal adjustment (33" total reach)
* Swivel base

* 8” Riser (removable)

* Pre-drilled base mount

PART NO:
XRS-Kit
INCLUDED:

* 8” Manual cross slide (mounts under XR-Oscillator)
* Mounting plate under slide (pre-drilled mounting holes)
* Two (2) mounting clamps (for mounting without drilling)

/ PART NO:
XRS-0Oscillator
INCLUDES:
* (Includes everything above) XR-Oscillator & XRS-KIT

25



	Oscillators
	00748-BK25

