FEATURES:

* All stainless steel frame and panels

* 2 coats of epoxy spray on internal
components

» Silicone coating of electrical
connections

* Remote amperage control receptacle

* Excellent 6010 Stick electrode
performance

* Control-circuit overload breaker
allows quick resetting and eliminates
the need to keep fuses on hand.

* High/low output terminals
conveniently allows welder to choose
between two different amperage
ranges for improved output control.

 Two wide amperage ranges for fine
adjustment allows exact control of
weld amperage.

* Infinite amperage control allows
precise weld output adjustment.

* Constant current

APPLICATIONS:

» Steel Erection

* Pipe Welding

* Tank/Pressure Vessel Fabrication
 Maintenance/Repair/Construction

* Shipbuilding, Refineries, and Foundries

SPECIFICATIONS:

* Input power: 3-Phase

* Rated output: 400 amps @ 36 VDC
* Duty cycle: 60%

Scan QR code to view

demonstration video online.
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PART NO. DESCRIPTION
PX400SS | 400 amp DC constant current
RATED CURRENT MAX. CURRENT INPUT AT RATED LOAD
DUTY CYCLE | OPEN-CIRCUIT RANGE THREE PHASE; 60 Hz.
60% VOLTAGE | LOW [ HIGH | 230V [ 460V | kW KVA
400 A 80 | 40
at 80V 45-345 80650\ p o | amps. | 216 32
36V
OVERALL DIMENSIONS In (mm) WEIGHT Lb (Kg)
HEIGHT WIDTH DEPTH NET SHIP
33 (838) 22 (559) 36-1/2 (927) 697 (316) 739 (335) .
3 YEAR WARRANTY
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