PX20T/PX20MT

2 Roll Wire Feeders

PX20T

PX20MT

(with meters and voltage control)

Processes
MIG (GMAW)
Flux Cored (FCAW)
(Gas & Self Shielded)

3 YEAR WARRANTY

PROFAX NO. | INPUT POWER | WIRE DIAMETERS | WIRE FEED SPEED | WEIGHT | DIMENSIONS
PX20T 24VAC .023 - 5/64” 75 - 900 IPM 36 Ib. H: 14” (356mm)
PX20MT (w/meters 50/60Hz (0.6 - 2.0mm) (1.9 - 23 M/MIN) (16.5Kg.) W: 117 (280mm)
& voltage control) D: 252" (648mm)

STANDARD FEATURES: (PX20T & PX20MT)

* Trigger hold (reduces operator fatigue on longer welds).

* Two (2) gear driven rolls with Tool-Less roll change. (Uses Miller® style
drive rolls).

* .035/.045” solid wire drive rolls included.

« Accepts Miller® style MIG gun connection.

« 10 ft. (3M) input cable with 14 pin Miller® style plug included.

10 ft. (3M)gas hose included.

« Wire jog button

* (as purge button

« Adjustable burn back control

TECHNICAL DATA (PX20T & PX20MT):
 Power Source Type: Constant voltage (CV) DC.
 Weld Circuit Rating: 500A @ 100V, 100% duty cycle

ACCESSORIES (PX20T)
e SDT Step Down Transformer for use on 115 VAC or 42 VAC Power
Sources

STANDARD FEATURES: (PX20MT only)

* Voltage and Amperage meters. NOTE; must be paired with a machine
capable of providing meter reference signals.

* Power source voltage control. NOTE; must be paired with a machine
with this capability.

PROFAX PX20MT Compatible Power Sources

Miller®:

Deltaweld 302, 452, 652, 350 & 500 with 14 pin only

Dimension 302, 452, 652, 650, NT450, NT500

Invision 352MPa, 354MP, 304P, 450MPa, 456P, 456MP

XMT-350CC/CV, 350MPa, 450CC/CV, 450MPa, 304CC/CV, 425CC/CV, 456CC/CV
Deltafab

Shopmate 300, 300DX

Phoenix 456

PROFAX NO. | DESCRIPTION

PX20T 2 Roll Wire Feeder

PX20MT

2 Roll Wire Feeder (with meters and voltage control)




PX24T/PX24MT

4 Roll Wire Feeders

PX24T

PX24MT

(with meters and voltage control)

Processes
MIG (GMAW)
Flux Cored (FCAW)
(Gas & Self Shielded)

3 YEAR WARRANTY

PROFAX NO. | INPUT POWER | WIRE DIAMETERS | WIRE FEED SPEED | WEIGHT | DIMENSIONS
PX24T 24VAC .023 - 5/64” 75 - 1000 IPM 38.5Ib. H: 14” (356mm)
PX24MT (w/meters 50/60Hz (0.6 - 2.0mm) (1.9 - 23 M/MIN) (17.5Kg.) W: 117 (280mm)
& voltage control) D: 25%,” (648mm)

STANDARD FEATURES: (PX24T & PX24MT)

» Trigger hold (reduces operator fatigue on longer welds).

« Four (4) gear driven rolls with Tool-Less roll change. (Uses Miller® style
drive rolls).

* .035/.045” solid wire drive rolls included.

« Accepts Miller® style MIG gun connection.

« 10 ft. (3M) input cable with 14 pin Miller® style plug included.

* 10 ft. (3M)gas hose included.

* Wire jog button

* (as purge button

* Adjustable burn back control

TECHNICAL DATA (PX24T & PX24MT):
* Power Source Type: Constant voltage (CV) DC.
 Weld Circuit Rating: 500A @ 100V, 100% duty cycle

ACCESSORIES (PX24T)
 SDT Step Down Transformer for use on 115 VAC or 42 VAC Power
Sources

STANDARD FEATURES: (PX24MT only)

« Voltage and Amperage meters. NOTE; must be paired with a machine
capable of providing meter reference signals.

¢ Power source voltage control. NOTE; must be paired with a machine with
this capability.

PROFAX PX24MT Compatible Power Sources

Miller®:

Deltaweld 302, 452, 652, 350 & 500 with 14 pin only

Dimension 302, 452, 652, 650, NT450, NT500

Invision 352MPa, 354MP, 304P, 450MPa, 456P, 456MP

XMT-350CC/CV, 350MPa, 450CC/CV, 450MPa, 304CC/CV, 425CC/CV, 456CC/CV
Deltafab

Shopmate 300, 300DX

Phoenix 456

PROFAX NO. | DESCRIPTION

PX24T 4 Roll Wire Feeder

PX24MT

4 Roll Wire Feeder (with meters and voltage control)




	00748-BK08
	00748-BK09

